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LEGAL 
 
This Work is protected by copyright.  The American Chemistry Council (ACC), which is the owner of the 
copyright, hereby grants a nonexclusive royalty-free license to reproduce and distribute this Work, 
subject to the following limitations:                                        
                                                                                                 

1.    The work must be reproduced in its entirety, without alterations.                                                             
                                                                                                  
2.    All copies of the work must prominently note the !ƳŜǊƛŎŀƴ /ƘŜƳƛǎǘǊȅ /ƻǳƴŎƛƭΩǎ ƴƻǘƛŎŜ ƻŦ 

copyright and this notice.    
 
3. Copies of the work may not be sold. 
              

This Work presents general Information with respect to the use of spray polyurethane foam chemicals 
and other associated chemicals used in spray polyurethane foam applications.  It cannot and does not 
present chemical-specific information with respect to a particular job.  For specific information related 
to the chemicals used on a particular job, and the specific health hazards that may be presented by such 
ŎƘŜƳƛŎŀƭǎΣ Ŏƻƴǎǳƭǘ ǘƘŜ ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ aŀǘŜǊƛŀƭ {ŀŦŜǘȅ 5ŀǘŀ {ƘŜŜǘǎ όa{5{ύ ŦƻǊ ƛƴŦormation. 
 
The Information presented in this Work is necessarily general in nature and individual companies may 
vary their approach with respect to particular practices based on specific factual circumstances and the 
practicality and effectiveness of particular actions.  Any mention of any specific product, service, 
supplier, or vendor is for illustrative purposes only and is not intended to constitute an endorsement. 
 
ACC will not be held liable for any improper or incorrect use of the Information presented in the Work 
and it assumes no responsibility for any user's use of them.  In no event shall ACC be liable for any 
direct, indirect, incidental, special, exemplary, or consequential damages however caused or on any 
theory of liability arising in any way out of the use of the Work.  This disclaimer of liability applies to any 
damages or injury, including but not limited to those caused by any alleged breach of contract, 
warranty, tortious behavior, negligence, or under any other cause of action.  Information included in the 
Work may include technical inaccuracies or typographical errors.  The Information is subject to updates 
and changes may be periodically incorporated.  Check for the most recent update to this Work on 
www.spraypolyurethane.com ƻǊ ŎƻƴǎǳƭǘƛƴƎ ǿƛǘƘ !//Ωǎ /ŜƴǘŜǊ ŦƻǊ ǘƘŜ tƻƭȅǳǊŜǘƘŀƴŜǎ LƴŘǳǎǘǊȅ ǎǘŀŦŦ.   
 
ACC makes no warranty or representation, either express or implied, with respect to the accuracy or 
completeness of the Information contained in this manual; nor does ACC assume any liability or 
responsibility for any use or misuse, or the results of such use or misuse, of any information, procedure, 
conclusion, opinion, product, or process disclosed in the Work.  NO WARRANTIES ARE GIVEN; ALL 
IMPLIED WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE ARE 
EXPRESSLY EXCLUDED. 
 
Law and Jurisdiction The terms and conditions of use of the Work will be governed by and construed in 
accordance with the laws of the Commonwealth of Virginia without regard to its conflicts of law 
provisions.  Any cause of action must be brought in the Commonwealth of Virginia.   
 
 

http://www.spraypolyurethane.com/
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1 Scope of Workbook 
This Workbook provides guidance to applicators and helpers who apply professional grade high pressure 
spray polyurethane foam (SPF) in both interior and exterior construction applications.  While other SPF 
products (including but not limited to 1-component foams (OCF) and 2-component low pressure kits) 
may also be used at construction sites, they are not the primary focus of this Workbook.  Further 
guidance is provided in Appendix A to this Workbook with respect to low-pressure SPF products.   
 
When this Workbook ǊŜŦŜǊǎ ǘƻ ά{tC /ƘŜƳƛŎŀƭǎΣέ ǿŜ ƳŜŀƴ ǘƘŜ ŎƘŜƳƛŎŀƭ ŎƻƳǇƻƴŜƴǘǎ ǘƘŀǘ ŀǊŜ ǳǎŜŘ ǘƻ 
make professional grade, high pressure SPF.  Other chemicals, coatings, and solvents may be used at a 
spray foam application site, and this Workbook also will address some of the more commonly used 
materials. 
 
This Workbook addresses the spray foam application job including initial site assessment, occupant 
outreach, site preparation, SPF chemical storage and handling, SPF application, trimming and cutting, 
coating and priming of the foam surface, site cleanup, spill response, disposal of SPF chemicals, and 
reoccupancy. 
 
2 Overview of Spray Polyurethane Foam (SPF) 
Spray polyurethane foam (SPF) is formed via an exothermic (heat-releasing) chemical reaction between 
approximately equal amounts of methylene diphenyl diisocyanate (MDI) and MDI-based isocyanates 
with a polyol blend, referred to as the A-side and the B-side, respectively.  Within a few minutes of 
application, the foam achieves a tack-free state when the foam surface is no longer sticky.  Respirators 
and other protective equipment are needed to minimize exposure to vapors, aerosols, and particulates 
of MDI and other chemicals during the spray application and subsequent operations.  Depending on the 
characteristics of the foam including the composition of the B-side chemicals, the heat dissipated during 
the exothermic reaction, and ambient conditions including temperature and humidity, it can take an 
additional 23 to 72 hours before the foam is fully cured (i.e.  optimum physical properties of the foam 
are achieved).  Follow the ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ ƛƴǎǘǊǳŎǘƛƻƴǎ ǊŜƎŀǊŘƛƴƎ ǘƘŜ ŀƳƻǳƴǘ ƻŦ ǘƛƳŜ ōŜǘǿŜŜƴ ŀǇǇƭȅƛƴƎ 
layers or passes.   

 
The A-side is typically a mixture of 50% MDI and 50% polymeric MDI (pMDI).  The B-side, or resin, is a 
mixture of polyols and other chemicals that have specific roles in the reaction process or impart 
important characteristics to the finished foam insulation.  These chemicals may include catalysts, 
blowing agents, fire retardants, or surfactants.  Among these constituents, the A-side is generally 
considered to present the greatest potential hazard due to its potential to produce respiratory and 
dermal sensitization. 
 
3 Potential for Exposure during SPF Application 
The potential risk from exposure to a chemical is dependent on several factors, including the route of 
entry, the dose, the frequency and duration of exposure, and the individualΩǎ susceptibilities -- such as 
whether the individual has already become sensitized to the chemical.  The route of entry is how a 
substance enters the body.  For SPF chemicals, the exposure would typically occur through breathing 
(inhalation), direct skin contact, or eye contact.  Skin or eye contact may occur through direct contact 
with the chemical or through contact with contaminated supplies, equipment, or personal protective 
equipment (PPE).  However, if an individual eats, drinks, or smokes after working with chemicals and 
does not wash hands prior, the chemical may be inadvertently ingested.  The dose is the amount of a 
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chemical which enters the body.  The chemical must enter the body through one of the routes of 
exposure for an effect to occur.  The frequency and duration of exposure are other important 
considerations.  How long did the exposure last? How often did the exposure occur? Individual 
susceptibilities affect the likelihood of an individual to experience a response such as whether the 
individual has become sensitized to the chemical. 
 
It is critical to avoid inhalation of, and skin and eye contact with, SPF chemicals.   
 
For inhalation exposure, occupational exposure limits to various chemicals have been set by regulatory 
agencies and other organizations, including the Occupational Safety and Health Administration (OSHA), 
the National Institute of Occupational Safety and Health (NIOSH), and the American Conference of 
Governmental Industrial Hygienists (ACGIH).  These limits are the air concentrations that these expert 
organizations believe represent exposures that are acceptable from a health perspective for healthy 
workers and include time-weighted averages (TWA) for the duration of an entire workshift, short-term 
exposure limits (STEL), and ceiling limits (C).  Additional information regarding occupational exposure 
limits and a table including occupational exposure limits for some chemical components in SPF 
chemicals, coatings, and solvents are included in Appendix C of this workbook. 
 
As a general matter, if employee exposure exceeds the occupational exposure limit, employers must 
take steps to control and reduce exposure.  Examples of these controls may include engineering controls 
such as ventilation systems;  work practices;  air monitoring; the selection, provision, and maintenance 
of appropriate PPE to help prevent exposures; training; and medical surveillance. 
 
The following sections detail chemical substances that may be encountered during application of SPF.   
 
Note: this Workbook does not discuss chronic health hazards that may be presented by SPF chemicals 
or other chemicals, coatings, or solvents at a worksite.  Generally, the terms "acute" and "chronic" are 
used to delineate between effects on the basis of severity or duration.  "Acute" effects usually occur 
rapidly as a result of short-term exposures, and are of short duration.  "Chronic" effects generally occur 
as a result of long-term exposure, and are of long duration.  /ƻƴǎǳƭǘ ǘƘŜ ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ a{5{ ŦƻǊ ƳƻǊŜ 
information with respect to potential chronic health hazards.   
 
3.1 A-Side 
The A-side is typically a mixture of approximately 50% methylene diphenyl diisocyanate (MDI) and 50% 
polymeric methylene diphenyl diisocyanate (pMDI).  A-side chemicals are very reactive and reactions 
can result from improper mixing with water; acids; inorganic bases (such as sodium hydroxide), 
ammonia, and amines; magnesium, aluminum and their alloys; other metal salts, especially halides (such 
as tin, iron, aluminum and zinc chlorides); oxidizing agents (such as bleach or chlorine); or polyols.    
 
Personnel may be exposed to airborne concentrations of both A-side (and B-side, for that matter) SPF 
chemicals during:  (1) handling of SPF chemicals prior to beginning work, (2) application of SPF, (3) 
trimming, cutting, and shaping SPF after application, (4) cleanup and equipment maintenance, and (5) 
and spill response.  Access to the work area during these tasks should be appropriately restricted to 
personnel whose job responsibilities require them to be in the work area, and who are trained in the 
hazards of exposure to A-side chemicals and are using the appropriate PPE properly.  Hazardous 
concentrations of A-side chemicals are not anticipated within a few hours after application.  (However, 
due to the potential risk of airborne exposure to B-side chemicals, contact your supplier for information 
regarding when applicators, helpers, other trade workers, and occupants may re-enter the work area.)   
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Inhalation overexposure can cause 1) irritation of the nose, throat, and lungs, causing runny nose, sore 
throat, coughing, tightness in the chest, and shortness of breath, and 2) respiratory tract sensitization 
(i.e., the development of asthma) with symptoms of chest tightness, shortness of breath, coughing, 
and/or wheezing.  Sensitization is an allergic reaction in which an individual may be more responsive to 
a chemical exposure at progressively lower concentrations, even below concentrations considered safe 
for most people.  An asthma attack can be life-threatening.  NIOSH notes that "early recognition of 
sensitization and prompt and strict elimination of exposures is essential to reduce the risk of long-term 
or permanent respiratory problems for workers who have become sensitized."  
www.cdc.gov/niosh/topics/isocyanates.  Individuals sensitized to SPF chemicals should not be assigned 
work tasks where there is potential for exposure to SPF chemicals.   
 
A-side chemicals have a musty odor, but because of the relatively high odor threshold, most people 
cannot smell A-side chemicals when present in concentrations equal to applicable occupational 
exposure limits.  As a practical matter, this means that if you smell MDI (musty odor), you have 
probably exceeded the exposure limits.  If a musty odor is recognized over the course of work, exit the 
work area and re-evaluate engineering controls and PPE to prevent overexposure.  The occupational 
exposure limits for MDI, which makes up approximate 50% of A-side chemicals, are presented in 
Appendix C.   
 
Skin or eye contact may occur throughout the application when there is a potential to contact A-side 
chemicals or any items contaminated with A-side chemicals, such as supplies, tools, equipment, and 
PPE.  Skin contact can cause 1) irritation, and 2) sensitization (allergy).  Symptoms include reddening, 
itching, swelling, and rash.  Skin contact alone may lead to respiratory sensitization (asthma).  Eye 
contact can cause reddening, tearing, stinging, and/or swelling of the eyes. 
 
3.2 B-side 
The B-side is a polyol resin system which typically contains a blend of several different classes of 
chemicals.  These include the polyolsτthe principal ingredientsτand smaller amounts of amine and/or 
metal catalysts, blowing agents, surfactants, and flame retardants.  There is a large variation in what 
chemicals are included in the B-side.  A summary of the typical composition of a polyol resin system is 
depicted in Figure 1. 

Figure 1:  Typical Composition of Polyol Resin Systems 

Component Low Density, Open Cell 

SPF 

Medium Density, Closed 

Cell SPF 

Polyols 60% 20-40% 

Blowing Agents 20% 20% 

Catalysts 3% 3% 

Flame Retardants 15% 20-40% 

Surfactants and Glycerin 2% 2% 

 

http://www.cdc.gov/niosh/topics/isocyanates
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Personnel may be exposed to airborne concentrations of both A-side and B-side SPF chemicals during:  
(1) handling of SPF chemicals prior to beginning work, (2) application of SPF, (3) trimming, cutting, and 
shaping SPF after application, (4) cleanup and equipment maintenance, and (5) and spill response.  
Access to the work area during these tasks should be appropriately restricted to personnel whose job 
responsibilities require them to be in the work area, who are trained in the hazards of exposure to SPF 
chemicals, and who are using the appropriate PPE properly.  Contact your supplier for information 
regarding when applicators, helpers, other trade workers, and occupants may re-enter the work area.   
 
Inhalation overexposure of the B-side can cause irritation of the respiratory tract, causing cough, sore 
throat, and runny nose.  Cardiac arrhythmia (irregular heartbeat) is a symptom of overexposure to 
certain blowing agents.  Inhalation of some amine catalysts vapors can temporarily cause vision to 
become foggy or blurry, and halos may appear around bright objects such as lights. 
 
Skin or eye contact may occur throughout the work when there is a potential to contact SPF chemicals 
or any items contaminated with SPF chemicals including supplies, tools, equipment, and PPE.  For most 
B-side chemicals, skin or eye contact with B-side chemicals may cause irritation.  In addition, skin 
contact with some amine catalysts may lead to skin sensitization.   
 
3.2.1 Polyols 
Polyols are the primary compounds in polyol resin systems.  Polyols are polyfunctional alcohols with low 
vapor pressure and toxicity through all routes of entry into the body.  However, they may be irritating to 
the eyes, skin, and respiratory tract at high exposure levels, especially during spray applications.  Polyols 
react with A-side chemicals to form polyurethane.   
 
3.2.2 Catalysts 
Catalysts promote the reaction between the polyol and the A-side, helping polyurethane foam cells 
develop sufficient strength to maintain their structure to resist collapsing or becoming deformed, and 
help with the completion of the reaction or "cure" in the finished foam.  Most catalysts used in SPF are 
amine based, and some B-side formulations may use metal catalysts.   
 
The polyol resin typically contains 1 to 5% amine catalyst.  Overexposure to airborne concentrations of 
amine catalysts may result in irritation to the respiratory system, skin, and eyes.  Inhalation exposure 
may cause a reversible effect known as glaucopsia or άōƭǳŜ ƘŀȊŜέ ƻǊ άƘŀƭƻǾƛǎƛƻƴέ in the eyes.  Glaucopsia 
is characterized by clouding or fogging of vision due to swelling of the outer layer of the cornea.  Once 
removed from the exposure, vision is gradually restored.  If vision is not restored within a few hours 
seek medical attention.  Amines are derived from ammonia and often have a characteristic 
ammonia/fishy odor.  In general, exposure limits are not yet established for the majority of the amine 
catalysts used in SPF systems. 
 
Metal catalysts usually comprise less than 0.15% of the polyol resin and may include tin compounds or, 
less commonly, lead or other metals.  Metal catalysts can absorb through the skin resulting in headache 
and/or nausea.  Organic tin compounds can irritate the eyes, skin, and respiratory tract.  Prolonged skin 
contact can cause organic tin compounds dermatitis.  Lead naphthenate is a less-commonly-used metal 
catalyst which may be absorbed through the skin.  Systemic effects on the peripheral and central 
nervous systems may result from excessive exposure to lead compounds.  Many metal catalysts used in 
polyol resins do not have occupational exposure limits. 
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3.2.3 Blowing Agents 
The B-side polyol resin blend typically contains less than 20% by weight of blowing agents.  Formulations 
may use chemical (reactive) blowing agents, physical blowing agents, or a combination of both types of 
blowing agents.   
 
A chemical blowing agent reacts with another raw material to generate a gas.  Water is often used as a 
chemical blowing agent in a polyol blend.  It reacts with MDI to generate carbon dioxide. 
 
Physical blowing agents are vaporized by the heat of the polyurethane reaction.  Hydrofluorocarbons 
(HFCs) are common physical blowing agents.  Skin and eye contact with HFC can result in contact 
irritation.  Overexposure to airborne concentrations of HFC can be irritating to the respiratory tract, 
cause central nervous system effects, and in some cases can cause irregular heartbeat. 
 
If large amounts of blowing agents are released in an enclosed area, oxygen can be displaced, resulting 
in an oxygen-deficient atmosphere which is a hazardous atmosphere.  However, because blowing agents 
comprise a small percentage of SPF, an oxygen-deficient atmosphere is not likely to develop. 
 
3.2.4 Flame Retardants 
Flame retardants modify the characteristics of the foam to increase fire resistance characteristics of the 
finished foam.  Flame retardants can range from 15% to 40% depending on the particular polyol resin 
system.   
  
Chemical overexposure to flame retardants may be irritating to the respiratory tract and direct contact 
with flame retardants may be irritating to the eyes and skin.  There are different classes of flame 
retardants and different toxicological profiles for these compounds, so the MSDS must always be 
consulted for acute and chronic chemical-specific information. 
 
3.2.5 Surfactants 
Surfactants affect size and structure.  Surfactants are typically 1% of the polyol resin system.  Surfactants 
include silicone polymers which typically have low toxicity by all routes of entry into the body.  Some 
surfactants can cause slight irritation to the eyes, skin, and respiratory system.  Occupational exposure 
limits have not been established for surfactants. 
 
3.3 Coatings, Primers, and Organic Solvents 
A variety of coatings may be used in foam applications to protect the polyurethane foam from physical 
damage and exposure to ultra-violet (UV) light.  These include acrylic, butyl, silicone, polyurea and 
polyurethane materials.  Many of these roof coatings contain organic solvents such as toluene, 
petroleum distillates, xylene, methyl ethyl ketone, varnish makers and painters (VM&P) naphtha and n-
butyl acetate.  In addition, solvents may be used to prepare the surface prior to application or for 
cleanup after application is completed.  A list of some of the solvents included in coatings and used for 
cleanup and their respective occupational exposure limits is included in Appendix C. 
 
Skin contact with organic solvents may result in defatting, drying, and cracking of the skin.  Many organic 
solvents are readily absorbed through the skin, and can be inhaled.   Effects due to overexposure to 
organic solvents may include headache, nausea, and vomiting followed by unconsciousness at higher 
levels of exposure.  There also are reports of permanent nervous system damage resulting from long-
term overexposure to many of the common organic solvents.  Refer to the Material Safety Data Sheet 
(MSDS) for specific information related to the coatings, primers, and solvents you are working with. 
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3.4 Dust 
Dust may be generated during all phases of construction.  Use good housekeeping throughout the 
project to prevent buildup of dust.  In addition to the inhalation hazards associated with exposure to 
airborne dust, high levels of dust also are associated with reduced visibility and slip hazards.   
 
Carefully evaluate the need to wear PPE appropriate for SPF chemicals if there is a potential for 
exposure to dust after the spray application has concluded but before the cure time has been reached.  
This includes respiratory protection for the protection from inhalation exposure, protective clothing and 
gloves to reduce the risk of skin contact, and eye and face protection to reduce the risk of eye contact.  
Although SPF typically reaches 90% of its cure and will have obtained at least 90% of its optimal physical 
properties within one hour of application, it can take an additional 23 to 72 hours for a complete cure, 
depending on the ambient temperatures.  Refer to the MSDS for specific information related to the SPF 
chemicals you are working with. 
 
4 Hazard Communications 
The OSHA Hazard Communications Standard was designed to provide employees with information on 
the identities and hazards of all chemicals used in the workplace and recommended protective 
measures.  According to the OSHA Hazard Communications Standard (29 CFR 1910.1200), all employers 
are required to have a written hazard communications program to meet the requirements addressed in 
29 CFR 1910.1200.  Violations related to the Hazard Communications Standard are some of the most 
frequently cited by OSHA compliance officers.  Requirements of the standard include development of a 
written program to address the followings components:  labels and other forms of warning, MSDSs, and 
employee training and information.  A sample written program for Hazard Communications may be 
found in OSHA publication 3186-06R 2003 Model Plans and Programs for the OSHA Bloodborne 
Pathogens and Hazard Communications Standards (available at 
www.osha.gov/Publications/osha3186.pdf).  Additional product stewardship guidance related to Hazard 
Communications is included in Appendix E-1 of this workbook. 
 
4.1 Labels and Other Forms of Warning 
According to the OSHA Hazard Communication Standard, chemical containers must be labeled and the 
information contained on the label must be legible and prominently displayed.  Chemical labels identify 
the contents of a container used at a worksite.  In addition, labels also convey information related to the 
toxicological, chemical, and physical properties associated with the chemical.  It is good practice to 
Ƴŀƛƴǘŀƛƴ ǘƘŜ ƻǊƛƎƛƴŀƭ ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ ƭŀōŜƭ.  When chemicals are transferred into unmarked containers, 
OSHA requires that these containers be labeled with the required information as well, except when 
transferred for immediate use by the employee who performed the transfer. 
 
Many systems have been developed for labeling potentially hazardous chemicals.  The two most 
common are the Hazardous Material Identification System (HMIS) and the National Fire Protection 
Association (NFPA) systems.  A brief description of these follows.  The HMIS refers to hazards during 
anticipated use while the NFPA system describes hazards under fire conditions.  Therefore, the two 
systems may have different hazard categories for the same material. 
 
An example of a typical HMIS hazard-warning label is shown in Figure 2.  It ranks the hazard the material 
poses from 0 to 4 in these categories:  Health (blue), Flammability (red), and Physical Hazard (yellow).  A 
rank of 0 indicates that the material presents a minimal hazard for that category.  A rank of 4 indicates a 
severe hazard for that category.  The HMIS label also may depict the type of PPE required, but the 
narrative descriptions on the drum label and in the MSDS should be reviewed. 

file:///C:/Documents%20and%20Settings/NCandelori/Local%20Settings/Temporary%20Internet%20Files/Content.Outlook/GKGKZM6G/www.osha.gov/Publications/osha3186.pdf
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Figure 2:  Example of HMIS Label 

 
 
An example of a typical NFPA hazard-warning label is shown in Figure 3.  It is in the shape of four small 
diamonds that make up a larger diamond.  Each small diamond contains a numerical ranking, again on a 
0 to 4 scale, for the severity of the hazard in a particular category.  In the NFPA label, the left diamond is 
for the health ranking (blue), the top for the fire or flammability ranking (red), and the right for the 
instability ranking (yellow.  The bottom diamond (white) denotes any other significant hazards 
associated with the material such as a chemical that is reactive with water. 
 

Figure 3:  Example NFPA Label 

 
 
4.2 Material Safety Data Sheets (MSDS) 
As part of the Hazard Communications Standard, OSHA requires chemical manufacturers and importers 
to obtain or develop an MSDS for each hazardous chemical they produce or import.  Employers are 
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required to have an MSDS in the workplace for each hazardous chemical they use.  If you do not have an 
MSDS for a chemical used at your worksite, contact the manufacturer.   
 
Before using any SPF product, you should read and understand the entire MSDS for the product.  The 
MSDS contains very important information about the product, including the chemicals constituents and 
the approximate concentrations; the PPE appropriate for the job; information on how to handle 
accidental releases; and information on storage, handling, transportation, and disposal. 
 
Because these documents are so important, make them as readily accessible at a job site as possible.  
Keeping one clean copy of each MSDS in a clearly marked binder is a good practice that helps keep the 
information readily accessible.  Many contractors like to keep several spare copies of MSDSs on hand; in 
the event of an emergency or incident, this allows multiple copies to be available for emergency 
responders.  Another good practice is to review the location of the MSDS binder with all workers on the 
SPF jobsite before the job begins.  Note that OSHA requires that all MSDS be readily available to all 
workers at the jobsite, which may include other trade workers. 
 
Note that many MSDS are now available online, so workers with enabled mobile devices or in-truck 
internet service may also be able to access them electronically on site.  In addition, it may be possible to 
obtain the MSDS in multiple languages if needed.  Contact the manufacturer for more information. 
 
Additional product stewardship guidance titled Have You Read the MSDS? is included in Appendix E-1 of 
this workbook. 

 
4.3 Employee Training and Information 
As a component of the OSHA Hazard Communication Standard, employees are provided Hazard 
Communication training upon initial assignment.  The training includes information on the hazardous 
chemicals the employees are working with, the control measures to reduce the potential for exposure, 
and how to read the MSDS and product labels.  The training also includes worksite-specific information 
including work practices, PPE to be used, and emergency procedures.  OSHA requires that the employee 
have the opportunity to ask questions and be able to demonstrate comprehension. 
 
The training must be understandable for the employee.  When employees receive work instructions in 
languages other than English, employers are required to provide training in that language as well. 
Additional training is needed when a new physical or health hazard is introduced into the work area.  At 
multi-employer worksites, additional training may be needed so that all employees know where the 
MSDSs are located, details related to the labeling systems, and the hazards associated with other 
chemicals at the worksite they may be exposed to.   

 
4.4 άDǊŜŜƴέ aŀǊƪŜǘƛƴƎ /ƭŀƛƳǎ ŀƴŘ Hazard Communications 
"Green claims" are in many spray polyurethane foam advertisements, promotional materials, sales 
claims, and labels today.  Green claims are the marketing response to consumers' increasing interest in 
protecting the environment.  They can help consumers better understand the environmental attributes 
of a product or service, like its contribution to energy efficiency, and help inform purchasing decisions. 
 
An SPF marketing claim often points out a particular product feature or benefit; for example, an SPF 
marketing claim may point out that a product is made using a renewable, plant-based resource.  A 
properly qualified "green" marketing claim about a particular attribute, such as renewable content in a 
product, should never be confused with the toxicity profile of a product.  Application and use 
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instructions should always be consulted, including MSDSΣ ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ ƛƴǎǘǊǳctions, and label 
instructions.  An SPF marketing claim should not be confused with instructions on how to safely use 
and apply the SPF product. 
Additional product stewardship guidance related to Marketing Claims is included in Appendix E-5 of this 
workbook. 
 
5 Good Practices 
It is critical to avoid inhalation of, and skin and eye contact with, SPF chemicals, for applicators, 
helpers, occupants, and adjacent workers.  The following good practices include engineering controls, 
work practices, and PPE intended to reduce the potential for exposure to SPF chemicals via inhalation or 
skin or eye contact.  Consider a combination of engineering controls, work practices, and PPE for SPF 
applications.  Engineering controls must always be the first line of defense against chemical exposure, 
followed by the use of work practices and PPE.    
 
5.1 Engineering Controls 
Proper containment and ventilation techniques can help prevent workers and building occupants from 
potential chemical exposure due to SPF application, particularly in interior applications when buildings 
cannot be vacated.  Containment creates a contained workspace while the ventilation system removes 
SPF chemicals from the work area by drawing the air out of the workspace through the use if a fan.  In 
addition to the engineering controls, PPE may be needed to further reduce the potential for inhalation 
exposure. 
 
5.1.1 Workspace Containment 
Workspace containment is used in conjunction with ventilation to isolate and remove chemicals from 
the work area.  A workspace does not need to be perfectly airtight, but containment is most effective 
when a workspace is as close to airtight as can practically be achieved.  If a workspace is contained, 
clearly mark the area externally, and take appropriate steps to restrict entry into the workspace to 
personnel wearing proper PPE. 
 
One example of a way to create an effective containment space is to bound the workspace by solid walls 
(e.g., the outside walls where foam is applied), and solid floors and ceilings.  Shut windows and doors, 
and seal them well; typically, plastic sheeting such as 4-6 mil polyethylene is used, secured well with a 
suitable tape.  Temporary containment walls or curtains can be created by attaching the plastic sheeting 
to existing interior framing, or by using temporary framing.  In either case, seal the seams and 
boundaries of the sheets with tape.  An illustration is provided in Figure 4.  When selecting a sealing 
technique, remember to maintain the function of windows and doors as emergency egress points.  It 
also is important to note that this approach features a ventilation trade off; windows and doors are 
closed and sealed to create the containment space, whereas in many applications, open windows and 
doors to support improved ventilation are desirable.   
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Figure 4:  Example of Temporary Containment Using Plastic Sheeting and Tape 

 
 

After the contained workspace has been created, check it for air leakage.  Activate the fans and get a 
visual check to be sure a negative pressure is being created.  This can be as simple as observing an 
inward billowing of the plastic sheets.  Air leaks can also be readily detected with a smoke pencil, shown 
in Figure 5, which are available at building supply stores.   

 
Figure 5:  Smoke Pencil Used to Check for Air Leaks 

 
 
5.1.2 Ventilation Design 
Ventilation used with workspace containment removes chemicals from the isolated area via negative 
pressure.  Having a negative pressure in a contained work zone will draw in air from small cracks and 
gaps around the workspace boundary and exhaust the work zone air.  Active ventilation is achieved by 
using one or more fans to draw air to or from the workspace and create a negative pressure inside the 
workspace.   
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Give careful consideration to the location of the exhaust.  Ideally, exhaust is released to an unoccupied 
space where it is not likely to be drawn through an air intake.  This will help protect occupants and 
workers in adjacent areas from potential chemical exposure.  Figure 6 provides an example of a 
ventilation system that may be used during SPF application. 
 

Figure 6:  Example Containment and Ventilation System for SPF Application 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
5.2 Work Practices 
Employee work practices are an important factor in the overall safety performance at any worksite.  
Work practices are used in combination with engineering controls and PPE to reduce the risk of 
exposure to SPF chemicals via inhalation or skin or eye contact.  The following work practices can be 
reviewed with employees involved in the spray foam application process, including applicators, helpers, 
and other trade workers who may work adjacent to the application area.   
 
The use of hygienic practices can help minimize the possibility of ingesting SPF chemicals.  Consideration 
is given to practices that may introduce SPF chemicals to the mouth and result in ingestion or inhalation, 
so worksites typically prohibit the storage, preparation, or consumption of food in areas where SPF 
chemicals are used, as well as smoking, tobacco, or gum chewing.   
 
5.2.1 Site Preparation 
There are many factors to consider when planning an SPF installation.  Will the work take place in an 
occupied building or a building under construction? Will the building be vacated? Will other trades 
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workers be present at the time of application? Will the application take place indoors or outdoors? 
What is the size of the work area ς a large open area or an attic or crawlspace with limited ventilation? 
HVAC systems are typically shut down during some parts of roof preparation, as well as during 
application of primers, spray polyurethane foam, and coatings.  System shut down stops the drawing of 
dusts, aerosols and/or vapors into interior spaces.  Once the HVAC system is shut down, seal the air 
intakes with plastic sheeting and tape, which will prevent dust and spray from entering the intakes.  
Keep the plastic sheeting in place at least several hours after the spray application is completed, 
typically 24 hours or more; a longer period may be appropriate for coatings, depending on when the 
coatings have hardened or set and are no longer emitting vapors.  The HVAC system should not be 
restarted until appropriate time has elapsed and the plastic sheeting and tape is removed.   
 
Consider the following practices when preparing a site for SPF application: 
 

 If the entire building is not vacated, consider the potential for SPF chemicals to migrate to other 
floors.  Containment and ventilation methods may help prevent migration.  Discuss with 
property management or other contractors which floors will be occupied. 

 If local exhaust ventilation and containment methods are not used, establish a work zone 
around the work area to protect adjacent workers.  The distance between the work area and 
adjacent workers is typically 25 feet, but depends on several factors, including but not limited to 
the volume of SPF applied, the area covered, and air movement.  Signage may be used to 
communicate access restrictions. 

 Before beginning work, designate an area for putting on and removing PPE. 

 Determine in advance the potential for overspray damages.  Have a plan in place to address 
overspray damages to adjacent property.  Train all employees in overspray prevention. 

 Identify and protect surfaces that could be damaged (e.g., windows, doors, equipment, or 
building exterior) in advance of application. 

 For work outdoors, take wind direction into account for all spraying operations.  Note that for a 
job that takes place over several days, the wind direction may change and the work area should 
be adjusted as needed.  In slightly windy conditions, use windscreens. 

 Do not spray foam or coatings in excessively windy conditions.  Sustained wind speeds or gusts 
of about 15 mph (24 kph) make controlled application more difficult. 

 
Additional product stewardship guidance on Effective Workplace Practices related to the application of 
SPF chemicals and interior and exterior applications is available in Appendix E-2 of this workbook. 
 
5.2.2 Occupant Outreach 
SPF applicators and their helpers receive professional training regarding the hazards associated with 
spray foam application, including this course.  Building occupants are not necessarily aware of the 
potential health hazards associated with SPF application or safety precautions to minimize the risk.  SPF 
application involves the potential for exposure to a variety of chemicals, including SPF chemicals, 
coatings, and solvents.  Consider potential exposures to all of the chemicals used on a job when 
developing an occupant outreach strategy. 
 
Applicators and contractors can educate building occupants about the health hazards associated with 
SPF and the ways they can protect themselves from these hazards.  A sample checklist of information 
you may wish to consider discussing with owners, designees, or occupants is included as Appendix D.  
Although there is a lower degree of risk of inhalation exposure to SPF chemicals in exterior applications 
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than interior applications due to natural ventilation, contractors may wish to consider use of the 
checklist as a tool to guide discussions with occupants.  In commercial and public buildings, contractors 
may choose to provide outreach to building owners or their designee as well as to individual tenants.   
 
On occasion, owners or their designee may wish to enter the work area before the building is cleared for 
occupancy in order to review the work.  PPE may be needed for entry into the work area even for 
persons who are not involved in the application of SPF chemicals.  You may wish to discuss alternatives 
for viewing the application or the work status with the owner or designee that avoid exposure issues, 
such as using photographs or real-time video to allow the owner or designee the opportunity to view 
the work.   
 
5.2.3 Chemical Storage and Handling 
It is important that SPF chemicals be stored properly before and during use on the job site.  Improper 
storage conditions can make the components unusable, and also can create a potential for fire and/or 
explosion.  It is also important to store materials which are incompatible with each other separately. 
 
Storing drums in a secured cool area away from direct sunlight, excessive heat, and general storage 
areas helps protect them.  /ƻƴǎǳƭǘ ǘƘŜ ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ ƛƴǎǘǊǳŎǘƛƻƴǎ ŦƻǊ ǘƘŜ ǘŜƳǇŜǊŀǘǳǊŜ ŀǘ ǿƘƛŎƘ ǘƻ ǎǘƻǊŜ 
drums; typically, temperatures between 45 and 75ºF are suggested.  Materials which are allowed to 
freeze and then thaw, ƻǊ ƻǾŜǊƘŜŀǘΣ Ŏŀƴ ǇǊŜǎŜƴǘ ƘŀȊŀǊŘǎΣ ǎƻ Ŧƻƭƭƻǿ ǘƘŜ ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ ƛƴǎǘǊǳŎǘƛƻƴǎ ǿƛǘƘ 
respect to storage.  Ventilate the storage space well, and locate the storage space away from possible 
sources of ignition. 
 
MDI (A-side) drums are stored an appropriate distance from contact with water, acids, caustics (such as 
lye), alcohols, and strong oxidizing and reducing agents.  Oxidizing agents include oxygen and chlorine.  
Oxidizers can be recognized by a yellow diamond shaped label on the container marked "oxidizer."  
Most strong reducing agents also are corrosive.  These can be identified by a half-black, half-white 
diamond-shaped label marked "corrosive."  Contact of MDI with any of these kinds of materials can 
trigger a violent reaction that could cause significant damage or injury.   
 
In addition to storing containers away from incompatible materials, it is important to maintain a tight 
seal on MDI (A-side) containers to help protect against moisture or direct contact with water.  
Contamination with water could result in the drum rupturing or exploding because water slowly reacts 
with MDI to produce carbon dioxide gas. 
 
Polyol system resin (polyol blend) drums, likewise, are stored an appropriate distance from acids, 
caustics, and strong oxidizing and reducing agents in order to avoid contact.  ²ƘŜƴ ƻǇŜƴƛƴƎ ǘƘŜ ά.έ 
drums, the slow opening of the bung on top of the drum helps release built-up pressures so the drum 
can be opened safely.  If heating drums with a blanket heater (or other methods), loosening ǘƘŜ ά.έ ǎƛŘŜ 
bung on the top of the drum will allow for off-gassing.  A thermometer can be inserted into the material 
to monitor the material temperature to help prevent overheatingΤ нпέ ǘƘŜǊƳƻƳŜǘŜǊǎ ŀǊŜ ŀǾŀƛƭŀōƭŜ ǘƘŀǘ 
assist in access to the liquid drum contents.  Gentle agitation of materials helps evenly heat the 
contents.   
 
Finally, coating or primer material drums or containers that contain solvents may have a United States 
Department of Transportation (USDOT) "Flammable" or "Combustible" label.  Flammable labels are red 
and bear the word "flammable."  Regulatory requirements require these drums to be stored away from 
heat and ignition sources, in a designated area or cabinet. 
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Appropriate PPE is worn by personnel handling containers with A-side or B-side chemicals to minimize 
the potential risk of exposure to SPF chemicals via inhalation or skin or eye contact.  Depending on the 
task, this may include chemical-resistant gloves, chemical-resistant clothing, and eye protection.  
Respiratory protection may be needed if there is the potential for inhalation exposure to SPF chemicals. 
 
5.2.4 SPF Application  
When applying SPF, applicators and helpers can be instrumental in helping to reduce the potential risk 
of exposure to SPF chemicals for occupants and other trade workers at the worksite.  The work area 
should be appropriately restricted to personnel who are required to be in the work area due to their job 
responsibilities, have completed the required training, and who are properly using the required PPE.   
 
Generally, appropriate PPE for high pressure applications includes at a minimum chemical-resistant 
gloves, protective clothing, eye and face protection, and respiratory protection.  The specific types of 
PPE may vary depending on the conditions at the jobsite, such as whether the application takes place 
indoors or outdoors, the amount of ventilation, the specific components of the B-side chemicals, and 
the quantity of SPF chemicals applied.  Figure 7 lists the PPE guidance for different SPF applications by 
product type. 
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Figure 7:  PPE Guidance for Applicators and Helpers - All Systems 

 
 
Attic and crawl spaces present unique hazards due to the potential to generate hazardous atmospheres 
in confined spaces.  Refer to the OSHA Permit Required Confined Space Standard and the American 
National Standards Institute (ANSI) Standard Z117.1 Safety Requirements for Confined Spaces for 
information on additional requirements. 
 
Ambient conditions (including temperature, humidity, and wind conditions) may affect the cure time 
and the time between material application passes.  Interior application areas should be ventilated for a 
period of time following installation to allow aerosols and vapors to dissipate.   
If working outdoors, work upwind of the spray as much as possible. 
 
Additional product stewardship materials related to Interior Spray Polyurethane Foam Applications and 
Exterior Spray polyurethane Foam Applications are included in Appendices E-3 and E-4 of this workbook, 
respectively. 
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5.2.5 Trimming and Cutting 
SPF typically reaches 90% of its cure and will have obtained at least 90% of its optimal physical 
properties within one hour of application.  As the exothermic reaction of the foam subsides, the rate of 
cure slows down considerably, and it can take an additional 23 to 72 hours for a complete cure, 
depending on the ambient temperature and humidity.  In addition, study data currently available 
indicate that the surface reaction for SPF is complete within 15 minutes (Lesage et.  al., 2007).  Trimming 
and cutting activities that will move beyond the surface into the interior of the applied SPF where cure 
may still be occurring may present the potential for exposures to SPF chemicals, and appropriate PPE 
should be worn for this activity.  PPE that may be needed during trimming and cutting may include 
chemical-resistant gloves, coveralls for skin and clothing protection, eye protection, and respiratory 
protection for inhalation exposure to dust and SPF chemicals. 
 
5.2.6 Coating and Priming 
Chemicals used for coating and priming during SPF projects also may present a risk of potential chemical 
exposure.  Generally, coatings and primers may contain organic solvents, although other chemicals also 
may be present.  Consult your MSDS for specific information related to the contents and precautions 
during coating and priming.  Some coatings and primers may be harmful if inhaled or upon skin contact.  
When using coatings and primers, consider the following PPE:  chemical resistant gloves, protective 
clothing, eye and face protection and respiratory protection.  In addition, if the SPF has not completely 
cured, then respiratory protection may be needed.   
 
5.2.7 Cleanup and Equipment Maintenance 
After the application is completed, decontaminate the equipment and clean up the work area.  
Appropriate PPE should be worn while cleaning equipment contaminated with A-side or B-side 
chemicals and equipment and while handling any containers with A-side or B-side chemicals (e.g., 
drums, buckets, spray guns).  Use of a vacuum equipped with a HEPA filter can help reduce the amount 
of dust generated during cleanup. 
 
Upon exiting the work area, remove PPE in a designated clean zone away from the areas where there is 
a potential risk of exposure to SPF chemicals.  Remove and dispose of PPE according to applicable local 
or state regulations.  Inspect and clean reusable PPE for continued effectiveness.  Remove damaged PPE 
from service until repaired, or dispose of the damaged PPE and replace it.   
 
It is a good work practice to keep work clothing at work.  Note that contaminated leather items 
including shoes, belts, and watch bands or clothing, that have been exposed to SPF chemicals cannot be 
decontaminated, and are, therefore, to be appropriately disposed of.   
 
5.2.8 Spill Response 
A spill or release is the unplanned discharge of a material to the ground, water, or air.  It is advisable to 
have an emergency spill containment kit available that contains absorbent materials such as clay, pads, 
or socks to contain or minimize the affected area.   
 
A clean work site helps reduce trips, slips, and falls.  Because B-side chemicals can be extremely slippery, 
mark and clean up spills, particularly from smooth walkways or floors, as soon as possible.   
 
Although infrequent, sizable spills and releases of A- and B-side chemicals can occur.  If this happens, it 
is important to take immediate action to minimize environmental contamination. 
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You may be required to report spills and releases of spray foam and coating ingredients to local, state, 
and/or federal authorities.  For this reason, keep all containers of chemicals tightly sealed except when 
they are actually in use. 
 
In the event of a large A-side chemical spill or release (i.e., more than a few pounds or gallons), consider 
the following: 
 

 Direct all personnel away from the immediate area to avoid unnecessary exposure. 

 Provide appropriate PPE for individuals involved in the cleanup.  PPE for cleanup crews may 
include appropriate respiratory protective devices, impervious clothing, footwear, eye 
protection, and gloves in accordance with OSHA regulations.   

 Absorb the A-side chemicals with sand, wet earth or absorbent clays (e.g., vermiculite or cat 
litter).  Place the absorbed material in drums and neutralize.  Do not seal these drums for an 
appropriate period (typically, at least 48 hours). 

 Check to see if you have exceeded the reportable quantity (RQ) (Reportable quantity for MDI is 
5,000 lbs), which is the equivalent of approximately 15 drums of a typical A-side material.  Note 
that 10 drums of A-side chemicals are a large quantity; a typical single family residence or 
commercial application is likely to have fewer drums present.  Call the EPA's Superfund Call 
Center 1-800-424-9346 or consult 40 CFR §302.4.  If it is determined that you have exceeded 
this amount, you must report the spill to various government agencies.   

 Characterize waste (i.e., hazardous or nonhazardous waste) and dispose of waste in accordance 
with all applicable regulations. 

 
You may be required to report sizable MDI or solvent spills or releases to a Local Emergency Planning 
Committee (LEPC), State Emergency Response Commission (SERC), and the National Response Center 
(NRC).  The penalties associated with not reporting are quite substantial, so it is better to be 
conservative.   
 
Job site wastes consisting solely of construction debris, such as old roofing materials, do not normally 
require any special handling or packaging for disposal, unless they contain asbestos or other unusual 
hazardous materials.  If you are unsure, it is suggested that they be treated as hazardous.  However, 
cured polyurethane foam does not meet the criteria of a hazardous waste according to Resource 
Conservation and Recovery Act (RCRA), and should be acceptable for landfill disposal.  Some landfill 
facilities may ask for a MSDS on cured polyurethane foam before allowing disposal.  It is suggested that 
the state and/or local waste disposal regulatory authority be consulted prior to disposal of any type of 
waste. 
 
5.2.9 Disposal of SPF Chemicals 
This section provides general guidance related to disposal of SPF chemicals.  Not covered here are the 
many other materials and chemicals that may be present at a job site, including but not limited to 
solvents, oils and fuels, coatings, primers, and other chemicals, all of which may have separate and very 
specific waste disposal requirements under applicable law.  All persons involved in waste disposal have 
an independent obligation to ascertain that their actions are in compliance with current federal, state, 
and local laws and regulations.  Consult the manufacturer for additional assistance on waste disposal.   
 
The proper disposal of any remaining SPF chemicals is a crucial part of an SPF application.  Likewise, 
drums containing SPF need to be properly prepared, decontaminated, and disposed of in accordance 
with regulatory requirements.  It is never acceptable to abandon or discard a drum without following 



18 
 

This document may be updated.  Check for the most recent version at www.spraypolyurethane.com before using. 
Dated: March 15, 2010 

proper disposal procedures in accordance with legal requirements.  Consult the MSDS for more 
information. 
   
Note that small amounts of unused A-side chemicals can be reacted with small amounts of unused B-
side chemicals to produce foam.  Cured foam is typically non-hazardous, and if it is determined to be 
non-hazardous, cured foam can be disposed of as non-hazardous waste.   
 
Always wear appropriate PPE at all times when handling SPF chemicals and the drums containing these 
materials.  Consult the ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ a{5{ ŦƻǊ ǎǇŜŎƛŦƛŎ ƛƴŦƻǊƳŀǘƛƻƴ ŀōƻǳǘ tt9.   
 
Contact the Center for the Polyurethanes Industry of the American Chemistry Council 
(www.americanchemistry.com/polyurethane) for additional guidance on disposal of drums used to 
contain or transport SPF chemicals.   
 
5.2.10 Reoccupancy 
Reoccupancy time is dependent on a number of factors, including SPF formulation, the amount of foam 
applied per volume of space, and the degree of ventilation.  In addition to the release of airborne SPF 
chemicals during spray application, certain components can be liberated from some newly-installed SPF 
products for a short period of time following installation.  Contact your supplier for guidance on 
ventilation time and reoccupancy. 
 
Some SPF manufacturers may have had their SPF products tested using the Canadian Standard 
Laboratory Guide for the Determination of Volatile Organic Compounds from Polyurethane Foam 
(CAN/ULC S774-06).  If so, request from the manufacturer the recommended reoccupancy time for that 
SPF product.  In addition, such information is publicly available in some cases.  The Canadian 
Construction Materials Centre has a searchable Registry of Product Evaluations available at www.nrc-
cnrc.gc.ca/eng/services/irc/ccmc/registry-product-evaluations.html that contains product evaluations 
for many types of building products, including SPF insulation.  The evaluation reports for specific SPF 
insulation products often include the recommended reoccupancy time, which is variable (24 hours is 
common). 
 
5.3 Personal Protective Equipment (PPE) 
Even with effective engineering controls, personnel who work with SPF chemicals still need to wear 
appropriate PPE.  This section provides general information about PPE.  Although not exhaustive, the 
information provided may complement the information contained within your ŎƻƳǇŀƴȅΩǎ safety 
program, as well as the MSDS.  An MSDS is an important source of safety and handling information for a 
product. 
 
Generally, PPE is required for applicators, helpers, and other adjacent workers who may enter a spray 
foam application work area before the foam is fully cured.  However, bear in mind that formulations of 
SPF may vary, particularly with respect to B-side chemicals.  Contact your supplier for more detailed 
information regarding re-occupancy time.  Implement appropriate work area restrictions to limit entry 
into the spray enclosure or spray area to personnel wearing proper PPE until the level of airborne 
concentrations of chemical substances is below the applicable occupational exposure limits. 
 
It is critical to avoid inhalation of, and skin and eye contact with, SPF chemicals.  A PPE evaluation prior 
to beginning work is a useful tool to determine the appropriate PPE for the job.  PPE to consider 
includes:  protective clothing, gloves, eye and face protection, and respiratory protection. 

http://www.americanchemistry.com/polyurethane
http://www.nrc-cnrc.gc.ca/eng/services/irc/ccmc/registry-product-evaluations.html
http://www.nrc-cnrc.gc.ca/eng/services/irc/ccmc/registry-product-evaluations.html
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The effectiveness of PPE depends on both proper selection and proper use.  It is important for workers 
to understand what PPE is needed, how to put on, operate, and take off the equipment, and how to 
maintain and/or dispose of the equipment.   
 
5.3.1 PPE Evaluation 
PPE evaluations are conducted to determine the appropriate type of PPE needed for a job task, 
depending on the conditions at the worksite.  Consider the following when selecting PPE for a job task: 
 

 Location of the job tasks, such as outdoors vs. indoors, whether the work will take place in an 
enclosed space, the type of ventilation available, and the ambient temperature and relative 
humidity and wind speed and direction if applicable. 

 Potential for inhalation exposure or eye or skin contact with SPF chemicals based on the job 
tasks. 

 The quantity of SPF chemicals applied and the delivery method. 

 The type of work being conducted and the potential for wear and tear on the PPE. 

 /ƘŀǊŀŎǘŜǊƛǎǘƛŎǎ ƻŦ ǘƘŜ tt9 ǘƘŀǘ Ƴŀȅ ŀŦŦŜŎǘ ǘƘŜ ǿŜŀǊŜǊΩǎ ŀōƛƭƛǘȅ ǘƻ ŎƻƳǇƭŜǘŜ ŀ ǘŀǎƪ ǎǳŎƘ ŀǎ gloves 
that permit dexterity and respiratory protection that allows adequate peripheral vision. 

 Wearer acceptance.  PPE that does not fit the user may not provide sufficient protection.  In 
addition, if an individual does not like the PPE he or she may be less likely to use it when 
needed. 

 
Air monitoring is one way to evaluate the potential for inhalation exposure to SPF chemicals.  Air 
samples may be collected at specific time intervals during application and after spray application has 
ceased.  These data are helpful in determining when it is safe to enter the enclosure or spray area.  An 
environmental health and safety professional can help develop a sampling strategy for contractors that 
would like to explore the use of this tool. 
 
When working with SPF chemicals, respiratory protection is usually needed due to the relatively low 
occupational exposure limit for A-side chemicals as well as the potential for exposure to B-side 
chemicals, coatings, and solvents. 
 
Additional considerations are given when there is the potential to be exposed to multiple chemicals 
simultaneously.  It is possible that exposures to one chemical may be below occupational exposure 
limits, while exposures to another may exceed occupational exposure limits.  In addition, when selecting 
gloves and protective clothing it is important to make sure that the gloves or clothing are protective for 
all of the chemicals used.  Refer to the MSDS when selecting PPE. 
 
5.3.1 Protective Clothing 
The use of appropriate protective clothing is necessary whenever there is possibility of direct contact 
with SPF chemicals.  The appropriate protective clothing varies depending upon the potential for 
exposure.  Applicators and helpers typically wear disposable coveralls (Figure 8) to keep spray and mist 
from contacting skin and clothing.  To protect skin, wear PPE in such a manner as to protect all skin (in 
other words, there should be no exposed skin showing).  When not wearing a hood respirator, select a 
coverall with an attached hood or spray head cover.  For tasks where there is a potential for splash, 
consider a suit coated with an impermeable coating such as PVC.   
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Figure 8:  Disposable Coverall 

 
 
Disposable overboots with skid-resistant soles (Figure 9) may be used for protection from overspray if it 
does not compromise the grip of the work boots or create a tripping or slipping hazard.   
 

Figure 9:  Boot Covers with Skid-Resistant Soles 

 
 
5.3.2 Gloves 
Gloves made of nitrile, neoprene, butyl or PVC generally provide adequate protection against A-side 
materials.  (See PMDI User Guidelines for Chemical Protective Clothing Selection, Alliance for the 
Polyurethane Industry (API) Technical Bulletin AX178, January 2002).  A-side protection is generally 
considered adequate to provide B-side protection as well; however, consult ǘƘŜ ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ a{5{ 
for specific information about B-side protection.  A range of sizes should be available.  A glove which is 
too large or small for the user may not provide proper protection.  A fabric glove fully coated with 
nitrile, neoprene, butyl, or PVC provides good protection for SPF applicators. 
  
































































































